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92-¢0.9 - 3 o\m/m\mz LED Specification
—0— 8> e | —
%v AR %w }%}% 4\@\ @ LEFT LED Standard LED Color|LED Wavelength | Forward {Typical (V TYP)
2 i iy 0 (V. MAX)
8@\ 27.94 — . \JO Green S70tp nm | 25V | 1.8-2.5V
o o oo [\, YELLOW Yellow 590yp nm | 25V | 18-25v
94 1297 Yo T 1L &~ P I I
© T\ 16=v10 To o = T Orange 605typ nm 2.5V 1.8-2.5V
954 19,93 N RIGHT LED
58.8 " Red 625typ nm 2.5V 1.8-2.5V
PCB BOARD LAYOUT 1. LED intensity/wavelength measured with Photo Research PR—650
Colormeter
2. With a forward current of 20 mA Absolute Maximum Ratings
g : : :C c = (Ta=25%)
gwm 1:TOLERANCES UNLESS OTHERWISE SPECIFIED
4 0~10£0.175+ 10~2010.2+ 20~40+0.20
| 40~70%0.3. 270+0.4
SN VU 2:JACK CAVITY CONFORMS TO FCC RULES AND
REGULATIONS,PART 68 SUBPART F.
59.05+0.35
13.97+0.2 13.97+0.2 13.97+0.2 21.55+£0.35
AN AN AlN AN % A N A N A N A N
o L L T L LI 2 b =t I i

‘ L Iy i =[ §
@gmmﬂt l T TETOU G TN ) VOO O T

LEFT LED RIGHT LED 2.5410.2 , , 3.05:0.2
55.340.2 8.89:0.2 | 10.75:0.25
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DESCRIPTION

TRANSMIT 1CT:1CT

1D+ 1 J1 X+ ELECTRICAL:  RJ45 With internal Magnetics Connector
0@ Designde to support such applications as:Ethernet Equipment Complex,Switches,Routers, Firewalls,Servers and Hub
T 4 OV, Internal magnetics are 100% electrically tested for functionality per IEEE802.3 requirement
b4 ) RoHS peak wave solder temperature rating 235%¢
High performance for maximum EMI suppression
1D-2 J2 TX- 350uH minmum OCL with 8mA bias current
RECEIVE
1CT 10T MECHANICAL: JACK CAVITY CONFORMS TO FCC RULES AND REGULATIONS,PART 68 SUBPART F.
RD+3 J3 RX+ INSERTION FORCE: 8 CONTACTS-—900g,10 CONTACTS——1050g
9@ RETENTION STRENGTH:  7.7Kgs BETWEEN JACK AND PLUG
cT 5 2% @/2% DURABILITY: 750 MATING CYCLES Mini
()
MATERIAL: ~ HOUSING: 1) GLASS FILLED PAB6 (UL 94V-0)
RD-6 J6 Re- 7) GLASS FILLED PA46/PA6T/PAIT/LCPC265t) (UL 94V-0)
3) GLASS FILLED PBT/PA/ABS/PC (UL 94V-0)
It SPRING WIRE:  0.25-0.35mm THICKNESS PHOSPHOR BRONZE ALLOY SELECTIVE GOLD PLATING OVER NICKELC50-804" >
OVER TINC60-1204" >
750 750 GOLD PLATING:  3u", 6a", 154", 30u", 504"
7 . J5 SHIELDING: 0.2-0.24mm THICKNESS COPPER ALLOY WITH NICKELC50-1004" > PLATED
750 Storage:  —40te85t  Relative Humidity<70%
7 Operating:  Ote/0c
CHS 0.0014F 2KV
GROUND 8 e—i e J8 BN (Z GX-M-ABGCD-EHI
“B” with the company code on LOGO: 1 - Press "B—TOP";2-
Series 26 No "B—TOP"; 3- Other companies LOGO
o stormer sorios(In s
ELECTRICAL SPECIFICATIONS AT 25°C gl sl Product definition plastic materials: 1-PAG6,2-PA4S,
series(In vertical footprint);50: 3-PA, 4-PA6, 5-PBT, 6-ABS, 7-PAJT 8-PC,9-L.CP
Insert mwﬁm MM: ’ w_,ﬂ.,,moﬂ._:mvwwwm,mmq % mw_wc Pin definition of the product:F-Pin after; B-Pin
jmmww,o; Retum Loss dB min Crosstalk(db TYP) Common Mode Rejection strip Line series; 10: Convrsion said back; C- No definiion of the product
dB max (dB TYP) Comnectivity ~ 80: Series that UK; 91: Electroplating product definition: gold-plated terminals(degrees after nickel
IEOXiva Automotive connector public Bloc : um,mdmmaov.‘_whc 7 235" 360" 4150 " 5301 " 6504 © TIN50 "
o | om
Products luminous definition: 0 - No LED; 1 -Left Yellow Right Green; 2 - Left Green Right Yellow;
3 - Double Green; 4 - Double Yellow; 5 - LED straight for the pin; 6 - A special definition;7 - Single
12 | -18 —~18+20log(f/30MHz) 30 -30 mew%\@oa ?Wm Number of magnetic ring lincar LEDS —
- - Products out port™ 1-2X1" 2-2X2" 4-2X4" 5-2X5" 6-2X6" 8-2x8" A-1 B-1X2" C-1X4" D-1X5
The No. of circuit " E-1X6” T-1X8” U~ (USB+RJ4S) ™ P-TAB UPTX1™ H-TAB UPIX2" K-TAB UPIX4™

w|._|O_U® M_M..m.ﬂu__un_l._w._.hﬁ...mmrw mm.*%w_.%mm_wm\bm Pes igned KA MATER | AL PESGRIPTIO @H ﬁgﬁ\gﬁw>
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